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Specifications ScanFront 220/220P
Type Sheet-fed type Network Scanner

Scanning Unit Sensor CMOS CIS Sensor (1 line)
Optical Resolution 600dpi
Light Source RGB LED
Scanning Width 216mm

Scanning Sides Simplex / Duplex
Scanning Speed (A4 / Vertical)

Black & White 150x150dpi: 26ppm (simplex) 52ipm (duplex)
200x200dpi: 26ppm (simplex) 35ipm (duplex)
300x300dpi: 18ppm (simplex) 17ipm (duplex)
600x600dpi: 5ppm (simplex) 4ipm (duplex)

Greyscale 150x150dpi: 26ppm (simplex) 37ipm (duplex)
200x200dpi: 23ppm (simplex) 23ipm (duplex)
300x300dpi: 12ppm (simplex) 10ipm (duplex)
600x600dpi: 3ppm (simplex) 3ipm (duplex)

Colour 100x100dpi: 26ppm (simplex) 32ipm (duplex)
150x150dpi: 16ppm (simplex) 16ipm (duplex)
200x200dpi: 9ppm (simplex) 9ipm (duplex)
300x300dpi: 4ppm (simplex) 4ipm (duplex)
600x600dpi: 1ppm (simplex) 1ipm (duplex) 

DOCUMENTS
Size Width 50.8-216mm

Length 53.9-355.6mm
Thickness Automatic 52-128g/m2

Feeding 0.06-0.15mm
Bypass Mode 52-157g/m2 
(0.06-0.20mm)

International Width 53.9mm
Standard Card Length 85.5mm

Thickness 0.76mm
Horizontal Scanning
Supports Cards with Embossed Letters

Business Card Width more than 50.8mm
Length more than 53.9mm
Thickness no more than 300g/m2

Long Documents Maximum: Legal = 355.6mm
Document Requirement 1) Pressure Sensitive Paper: Can be fed with limitation of Direction

2) Carbon Backed Paper: Can not be fed
3) Perforated paper for Binder: Can be fed with limitation of holes
4) Curled Paper: Can be fed only if curl is 5mm or less.
5) Creased Paper: Can be fed but crease must be straightened 

before being fed.

DOCUMENT STORAGE
Feeding & Ejecting Documents

Feeder 5mm or less including curls
(50 sheets or less with 80g/m2 document)

Eject 5mm or less including curls
(50 sheets or less with 80g/m2 document)
10 sheets with soft/hard document and with high friction document 
Does not support documents with holes on the right/left sides
Does not support documents with 70mm in length and with less 
than 0.1mm in thickness

Eject Face Face Down
Paper Separation Retard Roller

Output Resolutions 100 x 100dpi, 150 x 150dpi, 200 x 200dpi, 300 x 300dpi,
400 x 400dpi, 600 x 600dpi

Output Mode
Binary Black & White / Error Diffusion / Advanced Text Enhancement II

Greyscale 8bit (256 level) Greyscale
Colour 24bit Colour

Controller
CPU AMD GeodeLX 500MHz

Memory size 512MB
Operation Panel  8.5 inch TFT Liquid Crystal Display with Touch Panel

(with LED to show connection) 
Interface LAN 10BaseT/100BaseTX Connector

USB 2.0 x 2 – USB Memory, USB KB, USB Mouse
PS/2 Mouse Port
PS/2 Keyboard Port

OS Windows CE 5.0

FUNCTIONS
Scan to Folder Protocol: SMB
Scan to eMail Protocol: SMTP

Mail Server Supported: sendmail, postfix, Exchange Server
Authentication: Supported
LDAP Address Book: Supported

Scan to FTP Protocol: FTP
Scan to USB Memory Supported File System: FAT16/FAT32

Format is with FAT16 only
Does not support special USB Memory which requires password

File Type
Binary TIFF (Single Page / Multi Page)

PDF (Searchable PDF / Encrypted PDF)
Greyscale JPEG

PDF (Searchable PDF / Encrypted PDF)
Colour JPEG

PDF (Searchable PDF / Encrypted PDF)
Compression

TIFF G4
JPEG JPEG (Possible to set the level)
PDF High Compression, Normal (Possible to set the level) 

with Normal PDF
User Authentication

Device User Name, Password, Fingerprint (ScanFront 220P only)
Server KerBeros, NTLM V2

Display Scanned Images Display Images during Scanning: Supported
Display Images after Scanning: Supported
Pre Scan: Supported

Maximum Pages in a file ScanFront 220/220P
The number differs Black & White 100dpi: 300

depending on the contents 150dpi: 300
of the Document and 200dpi: 300
on the compression. 300dpi: 300

Please use these numbers 400dpi: 300
as reference only 600dpi: 120

Greyscale 100dpi: 300
150dpi: 300
200dpi: 300
300dpi: 300
400dpi: 200
600dpi: 40

Colour 100dpi: 200
150dpi: 200
200dpi: 200
300dpi: 300
400dpi: 10
600dpi: 5

Image Processing Auto Size Detection, Deskew, Text Orientation Detection, 
Prevent Bleed Through, Remove Background, Skip Blank Page, 
Colour Drop Out, Enhance (RGB only)

Fingerprint Sensor Type Optical Sweep Type Sensor
Dimensions 
Tray Closed W: 310mm H: 158mm D: 234mm

Tray Open W: 310mm H: 220mm D: 545mm
Weight 3.4KG

Consumable Exchange roller kit
Daily Duty Cycle 1,000 scans / day

Some images are simulated for clarity of reproduction. All data is based on Canon’s standard testing methods. This leaflet and
the specifications of the product have been developed prior to the date of product launch. Final specifications are subject to
change.™ and ®: All company and/or product names are trademarks and/or registered trademarks of their respective
manufacturers in their markets and/or countries.
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